L@Puff/ép Single-use Balloon Dilatation Catheter
'Wire—guided Progressive Dilatation Balloon
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imized balloon deflation-time.

) - ey « Optimized Balloon Design
‘ - Low-profile design reduces resistance and - The balloon component is designed
increases crossability and trackability. /"‘ to offer stability during stricture dilation.

A

_S iIfications

- Semi-compliant material engineered
to adapt to biliary duct.

Minimum
Length Nominal Structure Working Unit/Box
(mm) Pressure Channel (mm)
(atm)
KZ0655G2 55 6-7-8 3456 1800 24 Wire-guided 28
KZ0855G2 55 8-9-10 3456 1800 24 Wire-guided 28
KZ1055G2 55 10-11-12 3456 1800 24 Wire-guided 28
KZ1255G2 55 12-135-15 3456 1800 24 Wire-guided 28
KZ1555G2 55 15-16.5-18 3456 1800 24 Wire-guided 28
KZ1855G2 55 18-19-20 3456 1800 24 Wire-guided 28
KZ2055G2 55 20-21-22 345 1800 24 Wire-guided 32 3
KZ0655H2 55 6-7-8 3456 2400 24 Wire-guided 28
KZ0855H2 55 8-9-10 3456 2400 24 Wire-guided 28
KZ1055H2 55 10-11-12 3456 2400 24 Wire-guided 28
KZ1255H2 55 12-135-15 3456 2400 24 Wire-guided 28
KZ1555H2 55 15-16.5-18 3456 2400 24 Wire-guided 28
KZ1855H2 55 18-19-20 3456 2400 24 Wire-guided 28
KZ2055H2 55 20-21-22 345 2400 24 Wire-guided 32
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